
Receiving Type Dynamic moving coil

Connection Type 3.5mmJack + USB04

Microphone Type ECM

Microphone Directivity Cardioid

Wearing Style Adjustable headband

Microphone Boom 300° adjustable

Frequency 150~6.8kHz

Warranty Two years

Storage Temperature -40℃~70℃

Speaker Impedance(Mono/DUO) 32Ω±15%

Speaker Sensitivity@ 1kHz

( Mono/DUO)

100±3dB/97±3dB

Microphone Sensitivity@ 1kHz -41±3 dB

Joint of speaker and headband 180° rotatable

Weight(Mono/DUO) 100 g /122 g

What’s in the box Headset, Spare ear cushion, User guide,

Clothing clip

Technical Specification

VT6200 Series 3.5MM JACK+USB04
 Ultra Noise Canceling Microphone
 Skype for Business,Teams Headset with Inline Control of Hook on/off, Mute, and Volume Up/Down

Support soft phone 3CX,Cisco Jabber, Counter Path Bria,etc.
 Installation is as easy as simply plugging it into the USB port and laptop.
 Flexible connectivity (3.5mmJack+USB )

VT6200 UNC
3.5MM JACK+USB04

VT6200 UNC-D
3.5MM JACK+USB04


